
BULK FILLING AND ENGINEERED SCREEDS SELF LEVELLING UNDERLAYMENTS

BULK FILL ENGINEERED SCREED WORKHORSE BENCHMARK RAPID FLEXIBLE INDUSTRIAL SURFACES
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BUILD DEPTH 3 - 90mm 15 - 70mm 15 - 70mm 2.5 - 15mm 2 - 25mm 1.5 - 35mm 0 - Any Depth 1.5 - 10mm 3 - 20mm 0 - 12mm 2 - 20mm 5 - 50mm

DRY TIME From 16 hrs From 48 hrs From 48 hrs From 18 hrs From 16 hrs 18 hrs 16 hrs 2 hrs From 24 hrs 24 hrs From 24 hrs 24 hrs

SUBSTRATES

CONCRETE SUBSTRATES

ENGINEERED SCREEDS

HEATED SUBSTRATES*

QUARRY AND CERAMIC TILE*

METAL SUBSTRATES*

LIGHTWEIGHT CONCRETE (HEBEL)*

TIMBER: STRIP, PARTICLE BOARD AND PLY

DIRECT FLOOR COVERINGS / COATINGS

CERAMIC TILES

RESILIENT AND TEXTILE FLOORING

FLOATING TIMBER AND HYBRID FLOORING

DIRECT STICK TIMBER FLOORING*

EXPOSED TRAFFICABLE SURFACE

POLYURETHANE AND EPOXY COATINGS*

AREA

INTERNAL

INTERNAL WET AREA*

EXTERNAL
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gibbontrade.com.au | 07 3492 0233

POROUS PRIMER NON-POROUS PRIMER Single Part Moisture Barrier Epoxy Moisture Barrier

ARDEX P51 ARDEX P9 WPM 368 WPM 300

• Enhanced adhesion

• Coverage: 8-16m2 / L

• Internal only

• Low VOC

• Dry from 20 min

• Coverage: 6-10m2 / L

• Internal only

• Low VOC

• Ready to use

• No need for priming

• Ready after 24 hours

• Meets the AS 1884

• Water based epoxy

• Superior bond strength

• Meets the AS 1884

• Suitable for rising damp 
and green concrete

*Please contact ARDEX Technical Services.

FLOORING INSTALLATION SUPPLIES


